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SPECIFICATIONS

FREQUENCY RANGE: 2.0 TO 8.0 GHz
INSERTION LOSS: 0.3 dB TYPICAL

0.6 dB MAX.
ISOLATION: 20 dB

REVISIONS

REV [ZONE]|

DESCRIPTION

DATE

ECO

REVISED ELECTRICAL SPECIFICATIONS

5-12-03

VSWR: 1.35:1 — INPUT 1.75
1.30:1 — OUTPUT (44.5)
AMPLITUDE BALANCE: +0.4 dB MAX.
PHASE BALANCE: +5° MAX. 1,465
POWER: 30 WATTS @ 1.2:1 LOAD VSWR o 05—
10 WATTS @ 2.0:1 LOAD VSWR
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(13.97)
R T o 33 o SMA JACK OR 3.5mm JACK
(10.4) (8.3) AVAILABLE
4] 4] &
. |
1.00 813 i e E % f .50
(25.4) (20.65) 25 (12.7)
_ _m (6.4
iy ® f

.09
(2.3)

Z 102 (2.59) DIAMETER THRU

6 HOLES

DIMENSIONS: ( NEHES oo

| TOLERANCES

DEC.J0 + JOF

x4 010

MATERIAL

n‘n;ﬂl j A\‘J-E‘JM'

MODEL 2PD6.0

-| OUTLINE, POWER DIVIDER,

eos74| B | 900369

DRAWING SCALE 2m{

[sHeET 1 oF 1

1



