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REVISIONS
REV [zONE] DESCRIPTION | oate [ er [eco
SPECIFICATIONS: A | — [owem ammer [on7s [ron| —
FREQUENCY RANGE: DC TO 2.4 GHz
TYPE: DIRECTIONAL BV
IMPEDANCE: 50 OHMS | I m
VSWR: 1.25:1 MAX DC TO 1.0 GHz \
1.35:1 MAX 1.0 TO 2.4 GHz \
INPUT POWER: 1000 WATTS AVG.
ATTEN. ACCURACY: + 0.3dB OR 3% (GREATER OF) DC TO 1.0 GHz [ @
+ 0.75dB OR 5% (GREATER OF) 1.0 TO 2.4 GHz m
AVAILABLE ATTENUATION: 10dB TO 60dB \
OPERATING TEMPERATURE: —-55C TO +125C \
CONNECTORS: TYPE N MALE/FEMALE \
COOLING: COOLING: 159 C.F.M. FORCED AIR FAN CQOOLED NWV L} |u
5.31 COOLING FAN
: SEE NOTES
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1. CONSULT FACTORY FOR BI—DIRECTIONAL MODELS DIMENSIONS: . INCHES uﬁ%ﬂ@.ﬂuﬁaﬂ.ﬁ OUTLINE 7\_>Iw\_OOO\XZ
2. COOLING: 159 C.F.M. FORCED AIR FAN COOLED * (MILLIMETERS)

s TV Comonise 1000 WATTS DC — 24 GHz
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110 VAC 60Hz OR 220 VAC 50Hz AS REQUIRED
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