4 | 3 2 | 1
REVISIONS
REV DESCRIPTION oute | By [Eco
A | %A |REVISED AWAILABLE ATTEN, VALUES|6-20-06/GvG| ——
5.00
(127.0)
.75 3.500
- — B4
(19.1) (88.90) I ~
| (1.4)
( [
$ E]
C 1,73
_I (43.9)
2.557 345 ©
(6495)  (87.9) c ©
‘ g
@ & |
F il (
L.1?2(4.37} DIAMETER THRU
4 HOLES (92.7)
SPECIFICATIONS N
FREQUENCY RANGE — DC TO 3.0 GHz
IMPEDANCE — 50 OHMS
ATTENUATION VALUE — 1—40 dB IN ANY 1 dB INCREMENT
ACCURACY : 0.5 d8 3 —10 dB, £0.75 dB 20 - 40 dB DIMENSIONS: /., INCHES
VSWR: DC TO 2.4 GHz — 1.20:1 (ML 1Ens)
el ek mmeEes | _WeRwAEDrVIcE

INPUT POWER (AVG.) — 150 WATTS
(PEAK) — 2000 WATTS

OPERATING TEMPERATURE -

=55'C TO +125°C

CONNECTORS -~ 7/16 DIN, MALE—-FEMALE
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