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.156(3. 95} WIDE SLOT, 6 PLACES
TOP AND BOTTOM OF UNIT

3.500
] (88.90)
INPUT / OUTPUT ,! ,!
E: af
25
50 4.750 6.4)
(i37)= (13085 (6:9)
FREQUENCY RANGE — DC TO 3.0 GHz —
IMPEDANCE — 50 OHMS (241.30) -
ATTENUATION VALUE — 1 TO 60 dB IN ANY 1 dB INCREMENT
ACCURACY - DC TO 2.4 GHz (GREATER OF) +0.5 dB OR 3%
2.4 TO 3.0 GHz (GREATER OF) +0.75 dB OR 5% s
EDC TO 2.4 GHz) — 1.20:1 mx DIMENSIONS: ¢y | IMETERS)
2.4 TO 3.0 GHz) — 1.28:1 MAX. | - - =
INPUT POWER (AVG.) — 200 WATTS e[S | _MieRQWAED)
(PEAK) — 2000 WATTS S S ] =
OPERATING TEMPERATURE - —55'C TO +125'C e T o3 A f%gﬂﬁ?gﬁ
CONNECTOR TYPES — 7/16 DIN, PLUG/JACK (STD. -::nunrs) ERp L mrbin 2SIE :
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