.156(3.95) WIDE SLOT, 6 PLACES
TOP AND BOTTOM OF UNIT

1.6)
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SPECIFICATIONS
FREQUENCY RANGE — DC TO 3.0 GHz

IMPEDANCE — 50 OHMS
ATTENUATION VALUE — 1 TO 60 dB IN ANY 1 dB

CONNECTORS

REVISIONS

REV

DESCRIPTION

DATE BY | ECO

DIN

.00
(27"

4,750
(120.65)

9.500

INCREMENT

ACCURACY — DC TO 2.4 GHz (GREATER OF) %0.5 dB OR 3%
2.4 TO 3.0 GHz (GREATER OF) %0.75 dB OR 5%

1.0 TO 2.4 GHz) — 1.20:1 MAX.

(241.30)

INCHES

DIMENSIONS: ¢\ | IMETERS)

VSWR %DC TO 1.0 GH:§ - 1.15:1 MAX,
2.4 TO 3.0 GHz) — 1.28:1 MAX.

TOLERAMCES

DEC.XX: 03 |FRACE

INPUT POWER (AVG.) — 250 WATTS

200kt 010 [anc = 1°

(PEAK) — 2000 WATTS
OPERATING TEMPERATURE - =55'C TO +125°C

CONNECTOR TYPES — 7/16 DIN MALE/FEMALE

MATERIAL

J
il!'ud.llmul‘.‘-mpu-h

CONTAGT: MICROWAVE DEVICES — 11 ARE 1N INCHES UNLESS
(317) 736-8833 FHANKLIN N 46131 lon-v:rmsz SPECIFIED.

FIMISH

MA—-5250/XD7 ATTEN.

SIGNATURES DATE
B Tovea Triol 200 W., DC=3 GHz
CHEK CAGE  |SIZE | DRAWING MO,
P 60674| A 900410-2
APPD DRAWING SCALE rurs | sHEET 1 oF 1




