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SPECIFICATIONS
FREQUENCY RANGE — DC TO 3.0 GHz

IMPEDANCE — 50 OHMS

VSWR EDC TO 2.4 GHz) — 1.20:1 MAX.
24 TO 3.0 GHz) — 1.2B:1 MAX.

INPUT POWER (AVG.) — 300 WATTS
(PEAK) — 2000 WATTS

CONNECTOR TYPES — TYPE N, PLUG OR JACK

.156(3.95) WIDE SLOT, 6 PLACES
TOP AND BOTTOM OF UNIT

TYPE N

CONNECTORS

ouUTPUT

50
(12.7)™

ATTENUATION VALUE - 1 TO 60 dB IN ANY 1 dB INCREMENT

ACCURACY — DC TO 2.4 GHz (GREATER OF) £0.5 dB OR 3X
2.4 TO 3.0 GHz (GREATER +0.75 dB OR 5%

REVISIONS

REV

DESCRIFTION DATE BY | ECO

REVISED VSWR SPECIFICATION 6-20-06|GVC | ——

4,750

(120.65)

9.500

(241.30)

6:4)

INCHES

DIMENSIONS: (i IKfETERS)

| TOLERANCES

[oeco £ .03

FRAG £

o 005

NG £ 1°

OPERATING TEMPERATURE — —55'C TO +125'C |MATERIAL

MHERQURELEVCE

SIGHATURES

FINISH

CONTACT: MICROWAVE DEVICES — 1150 M. GRAHAM RD.
(317) 736-8833 FRANKLUIN, IN_46131

|WEHWE ARE M INCHES UNLESS
OTHERWISE SPECIFIED.

MA—5300, 300 WATT
DC-3.0 GHz ATTENUATOR
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