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REVISIONS

REV [ZONE] DESCRIPTION DATE

32

4 | 4A |REVISED AVMILABLE CONN. SPEC  |6—20-06

£ {ngg] NOMINAL

TYPE N M/F — 1
SHOWN \:}\:} I]

1 |
- ™ 11
580
6.35
FREQUENCY RANGE — DC TO 2.4 GHz 0 \
IMPEDANCE — 50 OHMS ( CORNER DETAL
ATTENUATION VALUES — 3 TO 40dB (MOUNTING)
IN 1 dB STEPS b {1-‘1“;“3) ¥
VSWR (DC - 1.0 GHz) — 1.25:1 .
(1.0 = 2.4 GHz) - 1.35:1 P
ATTENUATION ACCURACY i
DC TO 1 GHz — +0.3dB OR 3%, WHICHEVER IS GREATER NE— i
1 GHz TO 2.4 GHz — +0.75dB OR 5%, WHICHEVER IS GREATER e o, S s 28 i

INPFUT POWER (AVG.) — 500 WATTS
(PEAK) — 2000 WATTS

THAN &S RETELCTED,

B dient G5t ne. [OUTLINE, MODEL MA—5500
soures | oate [COAXIAL ATTENUATOR

CONNECTOR TYPES — TYPE N, PLUG AND/OR JACK o= ] T
3 160674/ B 900444
i [oreD, "| PP |omawmio scaar 172 | sl [
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