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SFJ EC| F|C AT|ONS REV DESCRIPTION DATE BY | ECO

FREQUENCY RANGE: DC TO 2.0 GHz

IMPEDANCE: 75 OHMS

ATTENUATION VALUES: 1 — 40dB IN ANY INCREMENT
ACCURACY: £0.5dB OR 5%, WHICHEVER IS GREATER
VSWR: 1.20:1

INPUT POWER: 2 WATTS, 1,000 WATTS PEAK
OPERATING TEMP: —-35 TO +125 °C

CONNECTORS: TYPE N MALE/MALE

50 ‘;?;) <<§§§<§ 81
(12.7) DA ﬁ <4 | (20.6) PIA
5 g' g
' REN ¢ 1
2.51+.05
(63.8+1.3)
TOLERANCES THE INFORMATION CONTAIMED IN
T w2 choui 08w, he 4o
omensions: , NOHES. [T A" S e [ OUTLINE. DRAWING, MA—75A
FINISH DR gﬁﬂ:&ﬁn HE;'.-'T-ﬁﬁr TYPE N M/ 1 CONNECTORS
CAGE SIZE MG
s ST l= 60674l R 900726-3
(317) 736-8833 FRANKLIN, IN 46131 APFD DRAWING SCALE 1:1 | SHEET 1 ofF 1




